
Mud Cat™ 0606 Booster Pump

NOTE: Specifications subject to change without notice.

OPERATING DIMENSIONS

Length: 	 16 ft. 4 inc. (4.98 m) 

Width: 	 6 ft. 0 in. (1.83 m) 

Height: 	 6 ft. 10 in. (2.08 m)

Weight (less fuel): 	 7,500 lbs. (3,400 kg) Approximately

ENGINE

Type: 	 John Deere 4045

Rated Performance: 	 132 bhp (98 bkW) @ 1,800 rpm, Int.

Fuel Capacity: 	 110 gal (416 liters)

Maximum Fuel Consumption: 	 6.5 gal/hr (24.6 l/hr)

Drive Type: 	 Direct Drive

DREDGE PUMP 

Type:	 Goulds Pump Cast Iron HS 3HM

Discharge Diameter:	 6 in. (152 mm)

Suction Diameter:	 6 in. (152 mm)

Impeller Diameter:	 12 in. (304 mm)

Sphere Passage:	 6 in. (152 mm)

Pump Performance:	 1,200 gpm (70.7 liter/sec.) @ 118 ft. (36.0 m) TDH @ 1750 rpm

Construction:	 Impeller and volute cast from HC600 (28% chrome iron) STANDARD EQUIPMENT
Heavy Duty Steel Skid (fits in Ocean Container)
Lockable Engine Enclosure
Service Water Pump
Partial Automation (throttle up/throttle down)

CUSTOM OPTIONS
Electric Powered
Full Automation (armored fiber optic communication)
Floating Platform
Picker Crane for Maintenance
Work Lights
Custom Paint Job

FUEL TANK
•	� 110-gallon (415 liter) steel fuel tank 

POWER UNIT
•	� Fully powered unit enclosure 

with locking security doors
• �Partial automation standard 

with automated throttling
• �Safety shield on drive coupler
• �Tier 4 final compliant / Tier 3 

industrial available upon 
request (export only)

SLURRY PUMP
•	� Goulds slurry pump with 

hi-chrome volute and 
impeller

• �Service water pump is standard
• ��Easy latch clean-out on 

pump intake

BOOSTER SKID
•	� Heavy duty steel skid with 

4-lifting / drag points
• ��Fits in standard ocean 

containers 



Mud Cat™ 0606 Booster Pump

Ph: 913-642-5100 or 866-467-4010 (USA Only) 
Fax: 913-642-5119 

E-mail: sales@mudcatdredge.com
 

1750 Madison Avenue 
New Richmond, Wisconsin U.S.A. 54017 

Website: www.mudcatdredge.com

OPERATING DIMENSIONS

Liquid: 	 Slurry	 Published Efficiency: 	 41.5%

Temp.: 	 80.0 deg F 	 Rated Pump Efficiency:	 41.5%

S.G./Visc.:	 1.200/1.000 cp	 Rated Total Power:	 103.6 hp

Flow:	 1,200.0 gpm	 Non-Overloading Power:	 155.2 hp

TDH:	 118.0 ft	 Imp. Dia. First 1 Stg(s):	 12.0000 in

NPSHa:		  NPSHr:	 26.3 ft

Solid size:		  Shut off Head:	 132.0 ft

% Susp. Solids (by wtg):		  Vapor Press:

                             Notes:    ��1. Power and efficiency losses are not reflected on the curve below. 
2. Curve shown is at ambient temperature conditions. 

PUMP PERFORMANCE

Suction Specific Speed:	 5,706 gpm (US) ft

Min. Hydraulic Flow:	 148.0 gpm

Min. Thermal Flow	 N/A

Max. Solids Size:	 6.0000 in

Model: HS Size: 6x6-12 Group: 3HM 60Hz RPM: 1750 Stages: 1

Job/Inq.No. : Liquid Waste Technologies (2753)
Purchaser : EDELMANN & ASSOCIATES
End User: Liquid Waste Issued by : Eric Black
Item/Equip.No. : Bare pump (Base Offer) Quotation No. : EA102919MG Date : 12/08/2021
Service :
Order No. : Certified By : Rev. : 0
Operating Conditions Pump Performance
Liquid: Slurry Published Efficiency: 41.5 % Suction Specific Speed: 5,706 gpm(US) ft
Temp.: 80.0 deg F Rated Pump Efficiency: 41.5 % Min. Hydraulic Flow: 148.0 gpm
S.G./Visc.: 1.200/1.000 cp Rated Total Power: 103.6 hp Min. Thermal Flow: N/A
Flow: 1,200.0 gpm Non-Overloading Power: 155.2 hp
TDH: 118.0 ft Imp. Dia. First 1 Stg(s): 12.0000 in
NPSHa: NPSHr: 26.3 ft
Solid size: Shut off Head: 132.0 ft
% Susp. Solids
(by wtg):

Vapor Press: Max. Solids Size: 6.0000 in

Notes: 1. Power and efficiency losses are not reflected on the curve below.
2. Curve shown is at ambient temperature conditions.
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