
Mud Cat® 275D-SP Dredge
GENERAL

Length (O.A.): 	 41 ft-2 in (12.5 m) 
Width (O.A.): 	 10 ft 8 in (3.3 m) 
Height (O.A.): 	 10 ft (3.0 m) 
Weight: 	 30,500 lbs. (13,830 kg)
Draft: 	 29 in (0.74 m) 
Fuel Capacity: 	 250 gallons (950 liters)

FLOATATION

Pontoons: 	 Two 36.5 in W x 42 in D x 35 ft (0.92 m x 1.1 m x10.7m) 
	� 10 gauge steel with 12 gauge internal bulkheads and 

stiffeners; formed for rigidity. 

CUTTER ASSEMBLY 

Shroud:	 Hydraulically adjustable Mud Shield
Drive System:	 Two low-speed, high-torque motors
Auger Diameter:	 22.125 in (562 mm) with cutter knives
Auger Pitch:	 11 in (280 mm)
Auger Flighting:	 3/8 in (9.5 mm)
Speed:	 O to 60 RPM
Cutter Knives:	 Detachable heat-treated blades
Auger Torque:	 23,885 in-lbs. (2,969 N-m)

WORKING CAPACITY

Cut:	 9 ft-9.5 in (2.91 m) wide
Operating Depth:	 25 ft (7.6 m) maximum

ENGINE

John Deere Diesel 300 HP (224 kW) @ 2,500 RPM with drip pan under engine skid  

FUEL USAGE

17.1 gallons (64.6 liters) per hour at full HP rating

SLURRY PUMP

Hydraulic driven submersible GIW hi-chrome pump
Centrifugal Impeller:	 Standard solids passage 4 in (101 mm)
Impeller Diameter:	 24 in (610 mm)
Suction Diameter:	 10 in (254 mm)
Discharge Diameter:	 8 in (203 mm)
Nominal Pump Performance:	 �3,000 GPM (681 m3/hr) @ 140 ft (42.7 m) TDH (water) 

@ 852 rpm

PROPULSION

Cable Drive Propulsion:	 �13 in (330 m) triple sheave hydraulic-driven winch, 
0-60 FPM (18.3 m/min) maximum forward & reverse 
8-12 FPM (2.4 - 3.7 m/min)

Application:	 �Cable drive is best used in sand and other consolidated 
materials where positive line-pull is ideal. Cable drive 
is also recommended in currents or windy conditions. 
Cable drive allows for most precise cuts.

Propeller Drive:	 �Dual marine propeller drive with 1,400 lbs total thrust. 
Props include guards.

Application:	 �Recommended in light silts and sludges in calm water 
environments. Ideal for larger lakes where cabling 
can be difficult. GPS system is beneficial when using 
prop drive.

HYDRAULIC SYSTEM

Dual pumps
Reservoir:	 140 gallons (530 liters) at full mark
Circuit One:	 Slurry pump drive - hydrostatic transmission
Circuit Two:	 Auger, Traverse, Mud Shield, and Ladder
	 Pressure Compensating Load Sense Pump
	 Proportional Valve System

CONTROL SYSTEM

•	 On-Board Operator
•	 Engine - Start / Stop / / Speed
•	 Slurry Pump - On Speed
•	 Props Raised / Lower
•	 Port Prop - Forward / Reverse / Speed
•	 Starboard Prop- Forward  / Reverse / Speed
•	 Travel - Forward / Off / Reverse / Speed
•	 Hoist - Up / Off / Down
•	 Auger  Tilt -Extend/ Retract 

                    

ELECTRICAL SYSTEM

Voltage:	 24VDC
Alternator Output:	 200 Ampere
Batteries:	 (2) 12VDC, 205 Ampere Hour, Series Wired
Circuits:	 2 wire system, full ground

NOTE: Specifications subject to change without notice.



Mud Cat® 275D-SP Dredge

ENGINE
•	 Marine 300 HP (224 kW)  @ 2,500 

RPM with drip pan  under engine 
skid: radiator cooled 

•	 Fully enclosed power unit for 
weather protection

OPERATOR’S STATION
•	 Easy to use joystick controls with 10 in. screen
•	 Digital depth gauge
•	 Climate controlled & electrical outlet
•	 Rear back up camera with color monitor
•	 Jump seat for deck hand / trainer

HULL
•	� 10 gauge steel construction with 12 

gauge internal bulkheads and stiffeners.
•	 Entry points on port and 

starboard for easy / safe loading and 
unloading of personnel and equipment. SLURRY PUMP

•	 Ladder-mounted submersible 
hi-chrome dredge pump

•	 4 in. (101 mm) spherical solids passage 

FEATURES BENEFITS
Superior Pump Design 8 in. (203 mm) x 10 in. (254 mm) hi-chrome for minimal ware in abrasive slurries. 

Anti-Corrosion Package Saltwater coatings,  4 zinc anodes, stainless steel hydraulic fittings, hardware 0.5 in. (12 mm) and under, and ladder lines.

Remote Control 
(optional)

The dredge can be outfitted with a radio remote control with digital depth gauge for operating up to 1,000 ft. (305 m). 
Ideal for use in toxic ponds or high H2S environments.

Versatile Propulsion

Cable Drive: for use in sand and other consolidated materials where positive line-pull is ideal. Cable drive is also 
recommended in currents and windy conditions.
Dual Marine Prop Drive: for use in light silts and sludges in calm water environments. Ideal for larger lakes where cabling 
can be difficult. GPS system is beneficial when using prop drive.

Powerful Cutterhead 23,885 in-lbs torque for superior excavation  

Dredging Depth 25 ft. (7.6 m) standard dredging depth allows for greater project versatility.

Modern Operator’s Cab
Spacious, climate controlled operators cabin with electronic over hydraulic controls, rear back up camera, digital depth 
gauge, CANbus system for easy trouble shooting with factory,  jump seat for deck hand/trainer, and electrical outlet.

Pump  Defender 
(patent pending)

Allows for cleaning of the pump inlet after every revolution of the cutterhead to greatly reduce down-time in debris rich 
environments by up to 80%.

 One Truck 
Transportable

Ships on one truck fully assembled. Dredge fits on a 40 ft. flat rack with cutterhead and marine props removed. Reduces 
ocean freight and insures proper quality control over dredges that are completely disassembled.

Vegetation Cutterhead
Optional WeedMaster cutterhead converts the MC-275D into a hydraulic weed harvesting system that will cut hyacinths, 
reeds, and other types of vegetation into small pieces and pump them up to 3,280 ft. (1 km) away (includes open impeller 
pump option).

LADDER
•	 Quick clean-outs for 

removing materials from 
cutter drum

AUGER HEAD
•	 23,885 in-lbs torque exceeds the competition
•	 Shrouded for ultra-low turbidity
•	 Pump Defender (patent pending) self-cleaning debris guard
•	 Optional patented WeedMaster cutterhead converts dredge into 

hydraulic pipeline weed harvester

PROPULSION
•	 Cable Drive: 

Standard traversing 
system for sandy 
materials or windy 
environments.

•  �Propeller Drive: 
Standard self-
propulsion system 
for use in  lighter 
materials and 
calm working 
environments.

Ph: 913-642-5100 or 866-467-4010 (USA Only) 
Fax: 913-642-5119 

E-mail: sales@mudcatdredge.com
 

1750 Madison Avenue 
New Richmond, Wisconsin U.S.A. 54017 

Website: www.mudcatdredge.com

OPTIONAL EQUIPMENT:
WeedMaster vegetation cutterhead
Flow meter
Density meter
Liner protection wheels
Broadcaster Discharge Attachment
GPS System (w/sub-meter accuracy)
Stainless steel components and / or hull
Pipe, hose, floats
Spotlight
Remote control option for hazardous environments 
Partial and full automation packages

The City of Memphis utilizes one of their two Mud Cat 
275D units.

The modern and easy-to-use Mud Cat 275D platform with 
various features to increase operator efficiency.

A side view of a stock Mud Cat 275D ready for shipment.

EnviroMaster®

WeedMaster®

Mud Cat, A Division of    


